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Corrigendum

Tato oprava je Ceskou verzi opravy EN 13256:2000/AC:2003-09.
This Corrigendum is the Czech version of the Corrigendum EN 13256:2000/AC:2003-09.

CSN EN 13256 (80 6156) Geotextilie a vyrobky podobné geotextiliim — Vlastnosti pozadované pro pouziti
pfi stavbé tunelli a podzemnich staveb z fijna 2001 se opravuje takto:

2 Normativni odkazy, 6. odkaz

LPrEN 13719:1999 Geotextilie a vyrobky podobné geotextilim — ZjisStovani dlouhodobé ucinnosti ochrany
geotextilii ve styku s geomembranami

(Geotextiles and geotextile-related products — Determination of the long-term protection efficiency of geotextiles
in contact with geomembranes)*

se nahrazuje

+,EN 13719 Geotextilie a vyrobky podobné geotextiliim — ZjisStovani dlouhodobé Gcinnosti ochrany geotextilii
ve styku s geosyntetickymi izolacemi

(Geotextiles and geotextile-related products — Determination of the long-term protection efficiency of geotextiles
in contact with geosynthetic barriers)*”

4.1, Tabulka 1, fadek (9) ,,Uginnost ochrany*, 2. sloupec ,,Zkusebni metoda*“
,PrEN 13719:1999“

se nahrazuje

,EN 13719¢

Obrazek ZA. 2, levy sloupec, ,,Uginnost ochrany“
,PrEN 13719"

se nahrazuje

,EN 13719¢

© Cesky normalizagni institut, 2004 69402
Podle zakona €. 22/1997 Sb. sméji byt eske technické normy rozmnoZovany
a rozSifovany jen se souhlasem Ceského normalizaéniho institutu.



Upozornéni: Zmény a dopliky, jakoz i zpravy o nové vydanych normach jsou uvefejiiovany ve Véstniku
Uradu pro technickou normalizaci, metrologii a statni zkusebnictvi.
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